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ABSTRACT 

Telerobotic development efforts at Oak Ridge National Laboratory are 
extensive and relatively diverse. Current efforts include development of a 
prototype space telerobot system for the NASA Langley Research Center and 
development and large-scale demonstration of nuclear fuel cycle teleopirators 
in the Consolidated Fuel Reprocessing Program. This paper presents an 
overviev of the efforts in these major programs. 
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I. Backeround 

Oak Ridge National Laboratory (ORNL) has been involved in extensive 
teleoperatar and telerobotic development for the last ten years. 
currently in progress include prototype development for a space telerobot and 
development and demonstration ot teleoperatort for nuclear fuel cycle 
applications. Extensive staff expertise and experimental telerobotic 
hardware capabilities have been developed at ORNL and these resources are 
being applied to diverse national research needs. 

Programs 

JI. T eleowrator D eveloment and Demonstratioq 
forNuclear Fu el Cvcle A m l i c  ations 

The ConsolLciai-1 Fuel Reprocessing Program (CFRP) at ORNL is developing 
advanced techniques for remote maintenance of future U.S. nuclear fuel 
reprocessing plants. 
teleoperated forcc-reflecting servomanipulators for dexterous remote handling 
with the operator outside the hazardous area. 
manipulation vi11 increase maintenance system capabilities, thereby reducing 
reprocessing plant mean-time-to-repr.ir. In addition, the use of remote 
maintenance techniques will decrease plant persmmel radiation exposure. 
These developments fully address the nonrepetitive nature of remote 
maintenance in the unstructured environments encountered in fuel 
reprocessing. 

These developments are based on the applicatian of 

Employing highly dexterous 

The CFRP has been active in advanced teleoperatfons developaent for more than 
eight years. 
systems being designed prior to initiating the current efforts. The first 
large-volume servomanipulator-based maintenance system installed in tne 
Remote Systems Development FacLlity was equipped with a pair of TeleOperator 
Systems SH-229 servomanipulators mounted on an overhead telescoping tube 
transporter with television cameras wunted on positioning arms. Efforts in 
this facility included studies of man-machine interface issues as well as 
manipulator joint duty cycles. I, * The second large-volume system is 
installed in the Remote Operarions and Maintenance Demonstration Facility. 
The maintenance system in this facility is based on a pair of Central 
Research Laboratories Model H-2 servomanipulators mounted on an overhead 
telescoping tube transporter vith television cameras on positioning arms and 
an integral 230-kg hoist.3 The M-2-system was the result of cooperative 
development efforts of Central Research Laboratories and ORNL and was the 
first successful implementation of digital control techniques for a force- 
reflecting servomanipulator .' Current efforts in the Remote Operations and 
Maintenance Demonstration Facility involve remote maintenance checkout f o r  
prototype reprocessing equipment. In addition, tietailed testing of various 
technical issues in the application of remote manipulator systems is carried 
out. Recently this facility has been used to perform preliminary studies of 
remote teleoperation with hi,gh dexterity manipulators for space and rni1ita;y 
applications. 

Development has been stepwise vith two major mainterlance 
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F i g .  1 Advanced I n t e g r a t e d  Maintenance System 

The t h i r d  p r o t o t y p e  remote hand l ing  system developed f o r  r e p r o c e s s i n g  
a p p l i c a t i o n s  developed is the Advanced I n t e g r a t e d  l ia intenance System (AIHS). 
T h i s  system is a p r o t o t y p e  for maintenance systems i n  f u t u r e  n u c l e a r  f u e l  
r e p r o c e s s i n g  p l a n t s .  The AIMS system, shovn i n  F i g .  1, i n c o r p o r a t e s  a l l  t h e  
subsystems r e q u i r e d  f o r  l a r g e  work-volume r e p r o c e s s i n g  a p p l i c a t i o n s .  The key 
f e a t u r e  of t h e  AIHS i s  u s e  of t h e  advanced se rvomsn ipu la to r  s l a v e  arm f o r c e -  
r e f l e c t i n g  se rvoman ipu la to r s  designed for modular remote m a i n t a i n a b i l i t y .  



Advanced Serv omaniwlator Slave Arms 

The advanced servomanipulator (ASH) slave arms were developed specifically 
for the extremes of a reprocessirlg environment. 
surface contamination levels are very high in a reprocessing cell and the 
atmosphere contains nitric acid vapors. 
must fuxcion ieliably in this environment. 

Nuclear radiation and 

Ultimately the slave manipulators 

A major goal has been to modularize the slave arms to permit repair by other 
AS%. Previous desigm for bilateral, force-reflecting servomanipulators 
have utilized tendon drives for reduced inertia and friction but these drives 
are very difficult to repair. 
contact maintenance is required for repair of tendon drives used in 
reprocessing applications. 
gear and shaft drives in order to allow segmentation of the arms into modules 
for remote handling. The slave arms were designed for 23-kg capacity in any 
orientation, end-effector maximum no-load velocities in excess of 1 r) m/s for 
each individual joint, and low no-load backdriving torque (+5% of lacity) 
for force-ceflecting operation with bilateral, position-position 
sen-montrol. The first two prototype arms were designed and fabricated at 
O W L  (see Fiz. 2). The arms have six degrees of freedom for generalized 
positioning in space, with a grip as the seventh degree of freedom. An 
arthropomorphic (man-like) kinematic arrangement was employed to provide 
hcrizontal reach capabilj-ties in constrained areas. The unique four-degree- 
of-freedom wrist has pitch, yaw. and output roll motions with intersecting 
axes. 
another manipulator. 
precision gear and shaft drives throughout. In addition, electronic 
counterbalancing is employed to eliminate balance weights and thus reduce the 
arm cross section. A detailed description of the ASH slave arras can be found 
in ref. 5. 

Extensive decontamination followed by lengthy 

The ASH slave arms have been designed with all 

The arm is composed of 15 individual modules sized for handling by 
This modular design is accomplished by the use of 

Master Controllers 

The manipulator control input device is critical in terms of the work task 
efficiency of the overall teleopsrator. The ASH controller is a kinematic 
replica master configuration which provides very transparent control of all 
manipulator joints. 
in the human-occupied control room and did not require the modularity 
provided in the slave arms. 
all joints below the shoulder in order to mirhize friction and inertia. The 
master controllers were designed for a reduced 6-kg capacity in any 
orientation, end-effector maximum no-load velocities in excess of 1.0 m/s for 
each individual joint, and low no-load back-driving torque ( 4 4 %  of capacity) 
for force-reflecting operation vith bilateral, position-position 
servocontrol. The dual-arm prototype master controller is shown in Fig. 3. 
Mechanical counterbalancing is used on the master for reduced drive friccion 
compared to the electronic counterbalancing of the slave arms. 
description of the master controller arms can be found in ref. 6. 

The master arms for the ASH were designed for operation 

Stainless steel cable drives were employed f o r  

A detai!ed 







Control System 

Control of the AIMS is a sizable challenge due to the breadth of the 
requirements. The control system must provide for 30 bilateral, force- 
reflecting joints. which require updating tit 100 Hz.  In addition, 56 
nonforce-reflecting drives, more than 100 discrete outputs, 6 graphics 
displays, 21 television displays, and 2 separate operator cwtrol stations 
must be controlled. 
block approach (see Fig. 5) utilizing an industry-standard Multibus backplane 
(IEEE-796) for expsiidability and flexibility. Single-board Hotorola 68000- 
based computers for control calculations and Hegalink boards for 
communications ste used throughout the systeni. Input/output and special 
devices are chosen to meet individul subsystem requirements. All software 
modules in the system are programmed in FORTH for speed execution in a high- 
level language environment while providing a eood interactive software 
development environment. 

This prcblem has been solved by a hierarchical builting 
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The ORNL has led the world in the development of digital-based control 
systems for bilateral force-reflecting servomanipulaLors. The controls for 
the ASH. based on the hardware described above, are the most advanced of any 
force-reflecting servomanipulator in existence. Through special software 
compensation methods, the adverse effects of much higher levels of friction, 
inertia, and cross coupling of torques on the slave arm have been minimized. 
In addition, electronic counterbalancing of the slave arms has been achieved 
without significant adverse effects on force-reflection sensitivity. 

111. Prototme Telerobotics For Svace 

The NASA Space Sta':ion Program marks the beginning of a new era in .;pace 
exploitarion and hrlbitation. 
need for significant levels of equipment assembly, operation, and naintenance 
in the hazardous environment of space. Many of these activities w i l l  require 
human dexterity outside the controlled environment of the human-occupied 
modules. To meet the many challenges of this new era, expanded use of remote 
teleoperation and robotics by NASA is expected. 

A major factor in this program vi11 be the 

The principal design goal of the space telerobot development work in progress 
at NASA Langley Research Center and at ORNL is development of a manipulation 
system capable of performing a range of manipulation tasks presently 
accomplished by astronauts during extravehicular activity (EVA), as well as a 
significant portion of tasks plnnned for space station assembly, operation, 
and maintenance. Astronaut dexterity is significantly reduced during EVA by 
the protective pressure suit. Nevertheless, the suited astronaut has 
unmatched flexibility and adaptability when operating in unstructured 
environments. From a NASA vievpoint, the a3ility to deal with the unexpected 
is a key attribute of the human astronaut. This level of capability must be 
provided in future sgace telerobot systems (through robust teleoperator 
performance and effsc.tive operator interfacing) if they are to have a 
significant rol:, ir. space operations. Another way to state this important 
feature is that the capabilities of a space telerobot should approach the 
dexterity of a suited astronaut performing EVA to the extent practical with 
today's technology. In :his vein, ORNL developed a dext rous manipulator 
concept based on related applications in nuclear research and development. 
The mechanical and control system features of the proposed telerobot concept 
are described in the following sections. 

klechanical DesiQn 

Robot wrists are very diffLcult to design because of their required 
compactness and wide range of motion. A compact and versatile wrist 
mechanism was developed and implemented on the advanced serv~manipulator~ at 
ORNL. This compact wrist mechanism provides pitch, yaw, and roll motions 
uith orthogonal, intersecting axes to orient the end effector. A variation 
of this design using only the pitch and yaw motions has been implemented in 
the form of similar manipulator elements at the shoulder, elbow, and vrist 
joints of the space telerobot arm (shown in Fig. 6) for a modular, 
kinematically redundant manipulator. The addition of a distributed wrist 
roll at the output provides the seventh degree of freedom and completes t h e  
kinematic sequence. The arm segments are kinematically identical; they can 



be designed as relatively common sub-elements with remotely operable 
interfaces. These interfaces permit easv replacement of failed modules, 
reduce spare parts inventories, and allow reconfiguration with alternate link 
segments for specific task requirements. 

Fig. 6 NASA Langley/ORNL Space Telerobot 

The seventh joint, to be used as a translational degree of freedorn,l 
maximizes the volumetric coverage of the overall manipulator and allows the 
telerobot arm to be reconfigured to approach the work site from a number of 
directions. 
manipulation in cluttered environments is required. b4ditionallp, the 
orientation flexibility of tha lover arm allows optimal presentatior. of the 
wrist/end effector for force control. 
module is composed of dual brush-type dc motors, speed reduction and tract on 
 differential^.^ and a yaw-pitch output as shown in Fig. 7. 
with electrical interconnections are grouped to form an arm. 
microgravity environment, the major difference between modules w i l l  be the 
reduction ratto required to match the motor speed and capacity requirements 
to the joint parameters for each arm link. 

These multiple working configurations become useful when 

The space telerobot manipulator joint 

Three modules 
In a 

Control Svstem 

The control system of a telerobot is a critical element of its basic 
performance and of its integration with other spacecraft functions. In this 
work, a control system archttecture has been conceived that will allow the 
space telerobot to incorporate future computer technoloy advances, especially 



in the area of hierarchical software concepts. The control architecture must 
support both robotic operations and teleoperations with real-time human 
interveztjon. 
system is shown in Fig. 8. This system concept is an extension of the 
control systems developed by ORNL for the H-2 and ASM systems. 

A block diagram of the major functions within the control 
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Fig. 8 Space TeLarc,bi>c-. Control Architecture 

There are many ways to implement cc Lerobot control system architecture and, 
for performance and cost effectivewss,, the prototyQe will use fairly 
standard hardware arrangements. Tlw :system w i l l  be entirely digital, using 
32-bit microprocessors (e . g .  , Uotoi-ol~ HC68020) and standardize(! bds 
structures (e.g., the W?;. Theso 1)uC:l.ding blocks w i l l  be used to create 
computazional islands at bDch the ;,oca:L and remote subsystems. Each island 
will comprise one or more W E  raci::; w;*-h mv'tiprocessors (tigh-:y coupled on 
the .JHE bus). Multiple racks will. ?,e interccnnected through a Local area 
network type serizil data highway t:l,.ltt will. accommodate at least lO-tfbit/s 
bldirectional data communications. This hardware arrangement is typical of 
advanced robot and manufacturicg control systems. The vast majority of the 
software for this sys sm will Le developed in user-selected high-level 
langi sges such as C, k,.scal, FOITH, and ADA. 

E--en though today's 32-bit micrIy:rocessors provide VAX-level computation in 
single-board computers, more advanc1r.d conputer architectures will be required 
a s  the telerobot system evolves to.r:irc! increased rcbotic and autonomous 
functions. Advanced parallel machi;i?s such as the NCUBE hypercube will be 
required to perform complex crc1cula:::Icii:i (In masaive amounts of sensor data. 
It is believed that the proposed imyilemcinl .It.ion .:theme will read:ly 
accommodate such advancements. 

There are, of course, many opportunities for e-ectronic innovation in the 
implementation of the control system. The potential advantages of u.,ng 
applications-specif ic integrated circuits ( A S T C s )  lire being stt.dicd. hSIC 
chips may facilitate substantiaL simplificatjon of complex cab?e-routing 
requirements by permitting some electronic processing to be physically 



integrated into the telerobot manipulator structure. .or this space 
application In which periodic component replacement (at board 1.evel) is 
fcasibre, special radiation-hardensd electronics should not be required to 
achieve acceptable operating intervals. 

s 3 t U S  

Detail design and fabricatis- of the first prototype of the ORNL space 
teleroht system has been initiated. This effort w i l l  produce the first 
demonstration of the concept with E due! arm syste-, consisting of two force- 
raflectdng m i t e r  and slave arm pairs wich the associated control systems. 
It io planned that the prototype system will be initially operational in 
April 1988. Based on the successful performance of this prototy-,e unit. 
engineering units rill be fabricated and supplied t o  M A  telerobotict 
dcvelopment la'mratotiei for ground development of control hardwarc. 
software, and seniors LS vel1 as for research into Implementation of 
autonomous systems. 
development. a single tvo degree-of-freedoa joint has been designed and 
fabrlcated. This assembly will be used in bench-scale experiments to 
evaluate joint-level s e m  parameters and controi algorithms. 
degree-cf-freedom joint vi11 be fabricated shortly to allov aaster-slave 
operatfon. 

In order to support basic mechanical des:@ and controls 

A second tv-.- 

IV. CONCLUSIONS 

Significant progress has been made in recent years 3.. the development of new 
remote systems technology for nuclear appiications. 
involved major advances in teleoperationr, manipulator design. and human 
factors engiceering of advanced taleoperation. 

This progress has 

I h i s  nucleer appLications vork is now being used as a fouaiation in the 
development of dexterous manipulation concepts suitable for future space 
applications such as those associated vith the Space Station Program. 
NASA/ORNL Space Telcrobot System Project is developing a seven degree-of- 
freedom force-reflecting mantp 
capabilities. A prototype manipulator based on this concept is now being 
designed for ground-based precursor experfments and develup-tnts associated 
w i t h  future space missions. 

The 

stor that will approximate astronaut EVA 
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